PLASTIC WELDING, PROCESS HEAT, LASERSYSTEMS, MICROSYSTEMS

Plastic Welding > Grooving machine > GROOVER

GROOVER

For dust-free grooving of PVC-P, PE and linoleum floor

coverings.

- Groove cutting of all types of floor coverings

- Very high rotational cutting speed at two levels

- Easy and safe handling

- Adjustable guide roller for tracking accuracy

- Particle and dust-free working with an additional fan and dust bag

- Milling close to the edge possible

SPECIFICATIONS

GROOVER 120 V
Voltage

Power consumption
Frequency

Speed

Noise emission level LpA
Sound pressure level Lwa
Vibration acceleration ahw
Groove depth adjustment
Size (Lx W x H)

Weight

Marking of conformity
Approval mark

Certification scheme

Protection class Il

GROOVER 230 V

Voltage

www.leister.com

Hz

min<sup>-1</sup>

dB

dB

m/s<sup>2</sup>

mm

mm

kg

7

350/ 700 (2 levels)

120

50/60

Level 1: 14500 (350 W) Level 2: 18500 (700 W)

84

100

16

0-4

240 x 205 x 255

6.7 (with 3 m cord and ejector pipe)

Ce
®

CCA

O

230
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Power consumption w 350/ 700 (2 levels)

Frequency Hz 50/60

Speed min<sup>-1</sup> Level 1: 14500 (350 W) Level 2: 18500 (700 W)
Noise emission level LpA dB 84

Sound pressure level Lwa dB 100

Vibration acceleration ahw m/s<sup>2</sup> 1.6

Groove depth adjustment mm 0-4

Size (L x W x H) mm 240 x 205 x 255

Weight kg 6.7 (with 3 m cord and ejector pipe)
Marking of conformity C E:

Approval mark @

Certification scheme CCA

Protection class Il O
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ACCESSORIES

Tungsten carbide tipped blade @ 110 x 4mm, round profile, for GROOVER
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it ! f 102.402 - Tungsten carbide tipped blade & 110 x 4 mm, round profile
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Tungsten carbide tipped blade @ 110 x 2.5mm, round profile, for GROOVER
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}ﬁ | ;% 102.404 - Tungsten carbide tipped blade @ 110 x 2.5 mm, round profile

Tungsten carbide tipped blade g 110 x 2.8mm, round profile, for GROOVER
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(i % : 102.403 - Tungsten carbide tipped blade & 110 x 2.8 mm, round profile
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Diamond cutting blade @ 110 x 3.5mm, semi-round profil
£ 102.406 - Diamond cutting blade @ 110 x 3.5 mm, semi-round profile
7
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Tungsten carbide tipped blader @ 110 x 3.5mm, round profile, for GROOVER

I;.‘ﬁ' ;m 0 102.405 - Tungsten carbide tipped blader @ 110 x 3.5 mm, round profile
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- Tungsten carbide tipped blade g 110 x 3.5mm, trapezium profile, for GROOVER
X g
5& | h%‘ 102.401 - Tungsten carbide tipped blade & 110 x 3.5 mm, trapezium profile
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