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VARIANT T1 TAPE

Quality, 
productivity,
ergonomics NEW!

VARIANT T1 TAPE 25 mm 
«anti-vandalism»

VARIANT T1 TAPE 50 mm
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Swiss  
made  

User-friendly:   
Clear display plus “e-Drive” and 
storable welding parameters

Highly flexible:
The conversion kits make it possible 
to work with different types of tape: 
2.0 inch (50 mm) reinforcement and 
1.0 inch (25 mm) anti-vandalism 
tapes (see photo).

High-tech nozzles:  
The new nozzle design ensures safe, 
reliable welding.

Feeding to perfection: 
The new guide rollers make it easy to 
position the material and keep it taut 
right up to the final inch.

A tight grip: 
The swiveling tape clamping lever 
keeps the material extra-taut.

Dual-action:   
The pressure roller can easily be 
converted from a 2.0 inch (50 mm) 
width to a 1.0 inch (25 mm) one 
(anti-vandalism TAPE) or vice versa. 

Optional:   
The line laser keeps the VARIANT T1 
TAPE firmly on course.

Used for welding reinforcement and anti-vandalism tapes in vehicle tarpaulin production. Thanks to the «e-Drive» 

operating concept, setting the relevant welding parameters couldn´t be easier. The tape unwind construction and 

the newly developed guide rollers guide the tape under the pressure roller, keeping it taut right up to the final inch.

Automatic tape welding machine

VARIANT T1 TAPE: Quality, productivity, ergonomics

Features
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 Technical Data
Voltage V~  230 400

Power W 3680 5700

Frequency Hz 50 / 60

Temperature °F 
°C

 212 –1148
100 – 620

Air flow range %  50 – 100

Size (L ×W × H) inch
mm

27.5 × 16.3 × 7.3 
700 × 415 × 185 

Weight (with 4.9 ft cord)
           (with 1.5 m cord)

lbs
kg 

62 
28

Conformity Marking 2

Approval mark 3

Certification scheme CCA

Protection class I 1

 Versions
Description Voltage Power Art. No.

VARIANT T1 TAPE, 1.0 inch,
(25 mm) „anti-vandalism“ 

230 V 3680 W 148.963

VARIANT T1 TAPE, 2.0 inch,
(50 mm) standard

230 V 3680 W 148.964

VARIANT T1 TAPE, 1.0 inch,
(25 mm) „anti-vandalism“ 

400 V 5700 W 148.965

VARIANT T1 TAPE, 2.0 inch,
(50 mm) standard

400 V 5700 W 148.966

Kit for converting VARIANT 
T1 Overlap to VARIANT T1 
TAPE 1.0 inch (25 mm)

148.961

Kit for converting VARIANT 
T1 Overlap to VARIANT T1 
TAPE 2.0 inch (50 mm)

148.962

VARIANT T1 TAPE:     

Quality, productivity, ergonomics
• Fastest, most precise automatic tape welding machine 

(up to 59 ft/min, 18 m/min)
• «e-Drive» operating unit 
• Easy to use 
• Taut tape guidance
• Kits for converting VARIANT T1 overlap    

to TAPE 1.0 or 2.0 inch (25 or 50 mm)

An economical, ergonomic tool for welding reinforcement tapes.

Kit for converting VARIANT T1 overlap 
to VARIANT T1 TAPE 2.0 inch (50 mm)    
                              Art. No.: 148.962

Kit for converting VARIANT T1 overlap 
to VARIANT T1 TAPE 1.0 inch (25 mm)     
                              Art. No.: 148.961

Kit for converting VARIANT T1 TAPE 
2.0 inch to VARIANT T1 TAPE 1.0 inch 
(50 mm to 25 mm)  Art. No.: 149.653

Kit for converting VARIANT T1 TAPE 
1.0 inch to VARIANT T1 TAPE 2.0 inch 
(25 mm to 50 mm) Art. No.: 149.652
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Europe:
Austria
Belarus
Belgium
Bulgaria
Croatia
Cyprus
Czech Republic
Estonia
Denmark
Finland
France
Germany
Great Britain
Greece
Hungary
Ireland
Iceland
Italy

Kazakhstan
Latvia
Lithuania
Netherlands
Norway
Poland
Portugal
Romania
Russia
Serbia
Slovakia
Slovenia
Spain
Sweden
Switzerland
Turkey
Ukraine

America:
Canada
Mexico
USA 
Argentina
Brazil
Chile
Columbia
Costa Rica 
Ecuador
Venezuela 
Peru 

Africa:
Algeria
Egypt
Kenya
Morocco
South Africa
Tunisia 

Middle East:
U.A.E.
Saudi Arabia 
Qatar
Iran
Iraq

Asia Pacific: 
P.R.China 
Hong Kong 
India
Indonesia 
Japan
Korea
Malaysia
Mongolia
Philippines 
Singapore
Taiwan
Thailand
Vietnam

Oceania:
Australia
New Zealand

Leister Technologies AG 
Galileo-Strasse 10
CH-6056 Kaegiswil / Switzerland
phone: +41 41 662 74 74
fax: +41 41 662 74 16
leister@leister.com

Leister Technologies LLC
Itasca, IL 60143 / USA
phone: +1 630 760 1000
info@leisterusa.com

Leister Technologies Ltd.
Shanghai 201 109 / PRC
phone: +86 21 6442 2398
leister@leister.cn

Leister Technologis KK
Yokohama 222-0033 / Japan 
phone: +81 45 477 36 37 
info@leister.co.jp

Leister Technologies Benelux BV
3991 CE Houten / Nederland
phone:  +31 (0)30 2199888 
info@leister.nl

Leister Technologies India Pvt
600 041 Chennai / India
phone:  +91 44 2454 3436 
info@lipipolymers.com

We are local. Worldwide.

© Copyright by Leister, Switzerland

Swiss Made. Leister Technologies AG is an ISO 9001 certified enterprise.             Specifications are subject to change at any time without prior notice. 

Your Leister Sales and Service Center:
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Our close worldwide network of more than 120 Sales 
and Service Centres in more than 90 countries.


